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Revision 

 
 

Effective 
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Description 
 
Baseline 

  
5/14/99 

Document converted from MSFC-P08.1 to a 
Directive. Previous history retained in system 
as part of canceled or superseded ISO Document 
files. 

 
Revision 
 

 
A 

 
8/16/99 

Changes made to reflect new MSFC reorganization. 

 
Revision 

 
B 

 
7/10/00 

Changed OPR to ED01. 
P.1: Changed to read: “This Marshall Procedures 
and Guidelines (MPG) provides for the definition 
of identification requirements for in-house 
produced or procured configuration items, parts, 
material, and software while under MSFC’s 
control (i.e., manufacturing, delivery, 
operations, storage, etc.).  This procedure 
implements the requirements of MPD 1280.1, 
“Marshall Management Manual.”   
P.2: Changed to read: “This MPG applies to all 
MSFC organizational elements involved in the 
design, procurement, fabrication, inspection, 
test, and operation of hardware/software for 
MSFC projects.  It shall be used for MSFC 
developed flight hardware, flight software, and 
flight-associated ground support equipment 
products.  Identification, if required, for 
nonflight items controlled by MPG 8060.2 and 
facility items controlled by MPG 8823.1 shall be 
jointly decided by the design control process 
owner and the program/project 
manager/customer/user.” 
P.4: Deleted paragraph a.& renumbered 
paragraphs. 
P.5: Added MPG 8060.2 & MPG 8823.1. 
1.1 Changed 2nd sentence to read:  “Product 
includes hardware, software, data, processed 
material, or a combination thereof.” 
1.3: Replaced 1.3 and added 1.4 and 1.5 with two 
additional definitions. 
2.1:  Replaced last sentence with: “Design 
organizations will ensure that appropriate 
product identification is annotated in the 
design documentation.  Documentation defining 
requirements for items requiring serialization 
or other unique identification will contain 
instruction for the application of the required 
product identification.”  2.4:  Added paragraph. 
2.3 & 3.1 First sentence: Deleted “unique.” 
3.1,3.3, & 3.4: Replaced “reference” with “see.” 
3.2: Added Manufacturing Organization and 
renumbered paragraphs thereafter. 
Flow Chart:  Added paragraph 3.2. 
4. Changed to read: “Product Identification is 
documented as required by the records generated 
in MPG 8040.3.”   
5.  Flow Diagram: Deleted “received at MSFC” 
from block 3.1. Added 3.2 & reworded 3.3 and 
3.4.   
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PREFACE 
 
P.1  PURPOSE 
 
This Marshall Procedures and Guidelines (MPG) provides for the 
definition of identification requirements for in-house produced 
or procured configuration items, parts, material, and software 
while under Marshall Space Flight Center’s (MSFC) control (i.e., 
manufacturing, delivery, operations, storage, etc.). 
 
This procedure implements the requirements of MPD 1280.1, 
“Marshall Management Manual.” 
 
P.2  APPLICABILITY 
 
This MPG applies to all MSFC organizational elements involved in 
the design, procurement, fabrication, inspection, test, and 
operation of hardware/software for MSFC projects.  It shall be 
used for MSFC-developed flight hardware, flight software, and 
flight-associated ground support equipment products.  
Identification, if required, for nonflight items controlled by 
MPG 8060.2 and facility items controlled by MPG 8823.1 shall be 
jointly decided by the design control process owner and the 
program/project manager/customer/user. 
 
P.3  AUTHORITY 
 
MPD 1280.1, “Marshall Management Manual” 
 
P.4  APPLICABLE DOCUMENTS 
 
a.  MPG 8040.3, “Product Traceability” 
 
b.  MWI 8040.4, “Application Guidance for Traceability” 
 
c.  MPG 1280.2, “Process Control” 
 
d.  MPG 8730.1, “Inspection and Testing” 
 
e.  MPG 6410.1, “Handling, Storage, Packaging, Preservation, and 
Delivery” 
 
f.  MSFC-STD-555, “MSFC Engineering Documentation Standard” 
 
P.5  REFERENCES 
 
a.  MPG 8060.2, “Non-Flight and Non-Facility Design Control” 
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b.  MPG 8823.1, “Design Control of Facilities” 
 
P.6  CANCELLATION 
 
MPG 8040.2A dated August 16, 1999 

 
Original Signed by 
Sidney P. Saucier for 
 
A. G. Stephenson 
Director 
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DOCUMENT CONTENT 
 
1.  DEFINITIONS 
 
1.1  Identification Number.  Number assigned and attached (when 
feasible) to hardware/software used in maintaining traceability.  
It can consist of a serial number, trace number, lot number, or 
date code that is paired with the appropriate manufacturer’s name 
or symbol, or the designer part identification numbers. 
 
1.2  Lot Number.  A unique number assigned to identify a group of 
identical parts that are produced concurrently by a common 
process.  Lot number requirements apply to procured and in-house 
manufactured parts (lot number assigned by the Configuration 
Management Release Desk for in-house only). 
 
1.3  Product.  The result of activities and/or processes.  
Product includes hardware, software, data, processed material, or 
a combination thereof. 
 
1.4  Product Identification (PI).  A method used to distinguish 
between products or like products (in form, fit, or function).  
Consists of a unique part number (P/N). 
 
1.5  Serial Number.  A permanent number assigned to selected 
hardware/software which, in conjunction with the part number, 
permits isolation of the item and facilities hardware/software 
allocations, traceability, accountability, location 
determination, and identifies design effectivity.  Serial numbers 
are assigned by the Configuration Management Release Desk.  
 
2.  RESPONSIBILITIES 
 
2.1  Design Organizations.  Design organizations are responsible 
for implementing product identification in accordance with MSFC-
STD-555.  Design organizations will ensure that product 
identification is annotated in the design documentation.  
Documentation defining requirements for items requiring 
serialization or other unique identification will contain 
instruction for the application of the required product 
identification. 
 
2.2  Hardware Handling Directorates.  Hardware handling 
directorates are responsible for implementing identification 
requirements when hardware is in their control. 
 
2.3  Safety and Mission Assurance (S&MA) Designated 
Representative.  When product identification requirements are 
specified in the contract or program plan, the S&MA designated 
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representative is responsible for ensuring these requirements are 
specified to the appropriate quality assurance organizations.   
 
2.4  Manufacturing Organizations.  Manufacturing organizations 
shall apply product identification to products in accordance with 
the engineering documentation. 
 
3.  PROCEDURE 
 
Actionee  Action 
   
Design 
Organi-
zations, 
Hardware 
Handling 
Directorates 

3.1 Design organizations will specify product 
identification in design documentation.  
Hardware handling directorates will 
identify/reidentify, as necessary, the 
configuration of as-built, assembled, or 
tested hardware to include Engineering 
Orders (EO’s), Discrepancy Records (DR’s), 
waivers, and deviations initiated during 
fabrication, assembly, and test operations. 
See MPG 1280.2, MPG 6410.1, and MSFC-STD-
555. 

   
Manufacturing 
Organizations 

3.2 Apply product identification numbers to 
items as specified on the engineering 
drawings. 

 
    
S&MA Designa-
ted  
Representa-
tive 

3.3 Prepare product identification 
documentation following in-house MSFC 
receiving, fabrication, and acceptance.  
See MPG 1280.2 and MPG 8730.1. 

   
Hardware 
Handling 
Directorates 

3.4 Maintain product identification during 
handling, storage, and shipping of the 
product (see MPG 6410.1). 

 
When traceability is required, it will be maintained in 
conjunction with this MPG.  Product traceability policy can be 
found in MPG 8040.3, “Product Traceability.” 
 
Application guidance and levels of traceability can be found in 
MWI 8040.4, “Application Guidance for Traceability.” 
 
The developing software organization will establish and control 
identification requirements for software end items. 
 
4.  RECORDS 
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Product Identification is documented as required by the records 
generated in MPG 8040.3. 
 
5.  FLOW DIAGRAM 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3.1
Identify product in 

accordance with 
specified requirements.

3.2
Apply product ID numbers 

to items and mark as 
specified on the 

drawing. 

3.3
Prepare product ID 

documentation following 
in-house MSFC receiving, 

fabrication, and 
acceptance. 

3.4
Maintain product ID 
during handling, 

storage, and shipping of 
product. 


